FUSED SILICA
HOT PRESS PLATENS
CASTABLE CERAMICS

FIRED SHAPES
AEROSPACE TOOLING

Foundry Senvice & Supplies, Tue.

11808 E. Burke Street, Santa Fe Springs, CA 90670
Telephone: (562) 945-6511

HI-TEMP INSULATIONS
CALCIUM SILICATE BOARDS
MILLBOARD AND BLANKET
PAPERS AND CEMENTS
CUTTING AND FABRICATING

Fax: (562) 696-1633
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Hey, what makes chef’s pizza crust so good?

Density, Dry

Moisture Content

Thermal Conductivity, K

Thermal Resistance, R

Flexural Strength, MOR
Compressive Strength
Temperature Limit, Continuous Use
Thicknesses

Plate Size

PHYSICAL PROPERTIES

These figures given are average values obtained in accordance with accepted teat methods. They are supplied as a
technical service and are subject to change without notice. Check with FSS to assure current information.

FibraMent

R
"3‘ BAKING STONE

PATENT PENDING

SS announces the discovery of FibraMent, a
revolutionary baking deck for commercial

ovens. FibraMent is the ideal replacement for

Cement Asbestos Boards and Ceramic Baking
Decks.

The perfected features of FibraMent include:

¢ Even Heat Transfer
¢ Quick Recovery Time
® Long Lasting Strength

his economical Baking Deck evenly cooks

New York Style Thin Crust and Chicago
Deep Dish Pizza. We know this because FibraMent
has been tested by experts - Chicagoland
Pizzerias.

Let FSS INC. guarantee you

a perfect pizza eveytime.

INQUIRE ABOUT FibraMent TODAY!

110 Ibs. per cubic foot

6-10% of dry weight

4.8 BTU.hr.sqft. °F per ASTM C177

.31 hr.sqft. °F.BTU. per ASTM C177

1,535 PSI per ASTM C78

10,630 PSI per ASTM C109

1000°F

Available in 1%2, 1", 3/4", and %"
To customer spec’s




